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Maybury Wall Sconce 
Parts List 

A. Sconce Base 1 pc 

B. Wire Hole Cover 1 pc 

C. Cord Cover 4 pes 

D. Shade 1 pc 

* Please make sure that you have all the parts indicated above before you begin assembly of this item. 

* This item should be assembled on a soft surface to prevent scratching the finish during assembly. 

* This item may require periodic tightening. 



Assemble Sconce 

Parts required 



A. 


Sconce Base 


1 pc 


C. 


Cord Cover 


4 pes 


B. 


Wire Hole Cover 


1 pc 


D. 


Shade 


1 pc 



1. Attach Sconce Base (A) to Wall 

2. Attach Cord Cover (C) Remove White Plastic Bushing inside the threaded hole before attaching Cord Cover (C). 
Attach first part of Cord Cover (C) to bottom of Sconce Base (A) by inserting in pre-threaded hole and turning in a 
counter-clockwise direction. Attached second part of Cord Cover (C) by inserting in pre-threaded hole in bottom of 
first part and turning in a counter-clockwise direction. Repeat for for third and fourth parts of Cord Cover (C). See 
Illustration 

3. Attach Shade (D) Attach Shade (D) to threaded portion of Socket Cup. See Illustration 

NOTE: Part B is used to cover the wire hole at the bottom of the Sconce Base (A) if the wire is 
cut and the Base is going to be fixed directly to the wall. 
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